






SERIES MATERIAL NUMBER CUSTOMER

73366 SEE TABLE

THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX ELECTRONIC TECHNOLOGIES, LLC AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
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DIMENSION UNITS SCALE

MM
DRWN BY DATE

CWEI02 2014/11/24
CHK'D BY DATE

APRAKASH01 2017/03/10
APPR BY DATE

AROBERTSON 2017/03/10

DOCUMENT NUMBER DOC TYPE DOC PART

SD-73366-619 PSD 000

DRAWING SIZE THIRD ANGLE PROJECTION

C

MCX JACK VERTICAL PCB
50 OHMS TH, MCX-J/PCB, EWR-10630

 PRODUCT CUSTOMER DRAWING
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GENERAL TOLERANCES
(UNLESS SPECIFIED)

MM INCH

4 PLACES ± ±

3 PLACES ± ± 0.01

2 PLACES ± 0.25 ±

1 PLACES ± ±

0 PLACES ± ±

ANGULAR TOL ± 2.0

DRAFT WHERE APPLICABLE
MUST REMAIN

WITHIN DIMENSIONS

FORMAT: IN-master-tb-prod-C
REVISION: B
DATE: 2016/02/02

QUALITY
SYMBOLS

= 0

= 0

= 0

= 0

= 0

= 0

= 0

= 0RELEASE STATUS RELEASE DATE C

MATERIALS AND FINISHES:

BODY: BRASS
PLATED: GOLD (1µ-in MIN)
OVER NICKEL (50µ-in MIN)

CONTACT: BERYLLIUM COPPER
PLATED: SEE TABLE

INSULATOR: PTFE

KAPTON: POLYMIDE
COLOR: BLACK

73366-6192 7.10 .280 GOLD (1µ-in MIN) OVER NICKEL (50µ-in MIN) TAPE & REEL WITH KAPTON
73366-6191 7.10 .280 GOLD (30µ-in MIN) OVER NICKEL (50µ-in MIN) TAPE & REEL WITH KAPTON
73366-6190 14.70 .579 GOLD (10µ-in MIN) OVER NICKEL (100µ-in MIN) TRAY
PART NO. MM IN PLATING (CONTACT) PACKAGING

DIM A (REF)

A
A

4 PLACES

1.58 ±0.15
.062 ±.006

RECOMMENDED HOLE LAYOUT

REF

4 PLS

1.52
.060

⌀

REF

4 PLACES

0.20
.008

4 PLACES

1.07 ±0.15
.042 ±.006

0.97 ±0.05
.038 ±.002

⌀

5.10 REF

TYP   
.201

REF1.17
.046

⌀

REF

TYP   

2.54
.100

CONTACT

2.55 ±0.25
.100 ±.010

ORIGINALLY DRAWN
BY AZR ON 2009/10/14

INSULATOR

2.70 ±0.10
.106 ±.004

73366-6191 / 6192 73366-6190

NOTE:
SEE SD-73366-006 FOR TAPE & REEL DRAWING.

◻ 6.00 ±0.10
.236 ±.004

TYP

5.10 ±0.05
.201 ±.002

◻

TYP 

0.90 ±0.10
.035 ±.004

◻ REF

TYP 

1.50
.059

TYP 

3.00 ±0.10
.118 ±.004

TYP

2.55 ±0.05
.100 ±.002

REF4.50
.177
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