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Industrial Ethernet
IE-CCM

Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 16
D-32758 Detmold
Germany
Fon: +49 5231 14-0
Fax: +49 5231 14-292083
www.weidmueller.com

General ordering data

 
Order No. 8808410000
Type IE-CCM
Version Connecting module, Cat.7 (ISO/IEC 11801), IP 20
GTIN (EAN) 4032248505999
Qty. 1 pc(s).
 

 

 

The Weidmüller connecting module is useful for repairing
or extending cables in confined spaces without any
reserves of cable.
Features:
• IP 20
• Cat.7
• Fully shielded metal housing
• Cable entry possible on one or two sides
• LSA+ IDC terminals on both sides
• Captive 360° shield connection with separate strain

relief
• For wall or floor mounting

http://catalog.weidmueller.com/catalog/Start.do?localeId=en_DE&ObjectID=8808410000


Data sheet...
 

Industrial Ethernet
IE-CCM

Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 16
D-32758 Detmold
Germany
Fon: +49 5231 14-0
Fax: +49 5231 14-292083
www.weidmueller.comTechnical data

 

 

Creation date April 29, 2013 9:26:58 PM CEST

  Catalogue status 12.03.2013 / We reserve the right to make technical changes. 2

Dimensions and weights
 
Length 112 mm   Width 37 mm
Height 20 mm   Net weight 157 g
 

Temperatures
 
Operating temperature   Storage temperature
Installation temperature    
 

Classifications
 
ETIM 2.0 EC001264   ETIM 3.0 EC001264
UNSPSC 43-17-27-10   eClass 4.1 27-25-05-04
eClass 5.1 27-25-05-04   eClass 6.2 27-25-05-04
eClass 7.1 27-25-05-04    
 

Approvals
 
Approvals

ROHS Conform
 


