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COPPER CONDUCTOR (N/mm):
41/0.25410.005 or Substitute

PVC INSULATION AVERAGE
THICKNESS: 0.76mm

Material:

GREEN

ID: 3.40+0.1mm
WHITE O - SJT 3x14AWG(2.08MM?) VW-1 Shielded, 60° 300V, Without Filler
o ) ] - Jacket Color: Black
oo Aluminum/Mylar(Conducting face - E- Green; L- Black; N- White
— @B drainage wire)
C e [I§ ) Electrical Test :
) Drain wire . 100% O h i
GREEN . © Open & Short Testing
% % 7/0.254 or Substitute - Insulation Resistance : 100meg-chm(Min.)
|| PVC JACKET AVERAGE - Voltage : 500V DC/ 1 Min.
THICKNESS: 0.76mm
- 25035 = 0D: 9.30 £0.2mm
Scale | Free Date Name Title
TOLERANGE Power cord - Plug <« Open End
Drawn 25.06.13 Wilson SJT, 14AWG, 60°C, Shielded, 1.5 meters
X =X Approved | 25.06.13 Groll | \SSMANN WSW-No.
Unit: mm XX | +X AK500/14-OE-5-1.5
XXX | X Drawing-No.
RoHS oM 00
ROMS|| L fu ASSMANN
omplian p o
P XX" 14X \WSW components Reice Sheet
Angle | TOL |1d. Modification Date Name Tol Fraes 1-877-277-6266 + Emall Infaacemann us 11
1 2 3 4 5 6 7




