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NEON BULB

PARAME TERS SYMBOL | MAX.] UNITS
LAMP VOLTAGE A V 125 V
STARTUP VOL TAGE Vs 89 \Y
CURRENT I 0.8 mA
SERIES RESISTANCE <125V) R 68 0OHMS

10.
11.

o N

9.

PANEL THICKNESS

0.75-1.25 L[.030-.049]
1.25-2.0 [.049-.079]
20-30 [079-.118]

X dimension
192-01 [756]
19.4-01 [764]
19.8-01 [7801]

(ILLUMINATED)

|

1 2 13.0040.1

S *

0 2 ]

PANEL CUTOUT

CIRCUIT: DPST NOT TO SCALE

DPST

NCTES:

. ALL DIMENSIONS IN MM [INCH]
. GENERAL TOLERANCE: X.X=zx0.4

XXX=%£0.25
RATING:

BA @250VAC;SA @125VAC AC_J Om>v
4(1)A ®250VAC (VDE)

LAMP VOLTAGE: 125V (NEON BULB)
MATERIAL:

CONTACT SURFACE: Coin Silver, Silver Plate
TERMINAL: Copper Alloy W/ Silver Plate.

. CONTACT RESISTANCE: 20mILLIOHMS TYP. INITIAL

INSULATION RESISTANCE: 1000MegaOHMS
DIELECTRIC STRENGTH:
>1500V RMS min. @SEA LEVEL
>3000V RMS @SEA LEVEL
MECHANICAL LIFE: 50,000 CYCLES.
ELECTRICAL LIFE: 10,000 CYCLES.
A DENOTES CRITICAL PARAMETER.

ON-OFF SYMBOL
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MOLDED ONTO HOUSING

A

GREEN ILLUMINATED
ACTUATOR

A . 10.10

BLACK BODY/HOUSING [.398]

2.00
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[.047]

[.496]

4.75 X 0.80thk.
l~— [.187 X .030]
TYP.
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1.20 _

4.00
[.157]
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6.20
[.244]
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