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MATERIAL: N\~ ] \ \
BODY, \ ’
INSERT &
COUPLING NUT: STAINLESS STEEL PER AMS-5640,
ALLOY UNS S30300, TYPE 1
LOCK RING & M7 X .75-6g .218 ACROSS
CONTACT: BERYLLIUM COPPER PER ASTM B196, FLATS
ALLOY No. UNS C17300, TD04
GASKET: SILICONE RUBBER PER A-A-59588,
CLASS 2B, GRADE 50/60
SVK BEAD: ULTEM 1000
FINISH:
BODY, INSERT &
COUPLING NUT: PASSIVATED PER AMS-2700
CONTACT: GOLD PER ASTM B488, TYPE II,
CODE C, CLASS 1.27, OVER NICKEL
PER AMS-QQ-N-290, CLASS 1, .00005" MIN.
MATERIAL: DIMENSIONS ARE IN INCHES TOLERANCES: Amphenol
PERFORMANCE: SEENOTES | 2 s oo | UNLESS OTHERWISE SPECIIED S\ MICROWAVE
' FINSH: - SEE NOTES ECHAL X 20 | aoenaETmasme, 2 et Poim Boach. L 43406 '~
. +. 4) CHAM. 1ST & LAST THREADS. *
IMPEDANCE: 50 OHMS SURFACE AREA:  NJ/A X 2005 &) BIAS G COHNION GENTERS 70 B GoNCENTRC TITLE
FREQ. RANGE: DC TO 40.0 GHz e e sy e rosmiees | BB 2-4mm JACK TO SYRPLUG
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