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PART NO:

TITLE:

ANGULAR

1 3SHEET #      OF
D

REVISION:

STANDARD TOLERANCE ®

Engineering ReleaseA
REV. DESCRIPTION

T. Y.
APPROVED

11/06/09
DATE

0.738 [18.7mm]

0.110 [2.8mm]

2X 0.200 [5.1mm]

3X Ø.110 [Ø2.8mm]

H

0.142 [3.6mm]

0.059 [1.5mm]
TYP.

TYP.

0.069 [1.8mm]
0.071 [1.8mm]

0.106 [2.7mm]
MAX. LED HEIGHT

0.020 [0.5mm]

0.138 [3.5mm]

0.228 [5.8mm]
0.114 [2.9mm]

L

K

SQ. TYP.

LENS OUTPUT

LPR Housing, 3 Station, White. See Table on 2nd Page

Surface Mount Right Angle Light Pipe, 2.8mm, 3 Station.                            

Q'TY

1

12

1

ITEM

RLPH3-XXX

PART NUMBER

LPR3-XXX-XXX

PART DESCRIPTION

See Table on 2nd Page

0.682 [17.3mm]

0.118 [3.0mm]

RECOMMENDED MOUNTING
0.062" PCB THICKNESS

2X THRU-HOLE

0.079 [2.0mm] TYP.
0.050 [1.3mm]

LIGHT PIPE FACE

LED MOUNTING AREA, 3X

0.120 [3.0mm]

0.148 [3.8mm]0.141 [3.6mm]

TYP.

0.200 [5.1mm] TYP.

Added Overall Height "K" DimB T. Y.03/04/11

0.426 [10.8mm] 0.138 [3.5mm]

0.566 [14.4mm]

(0.510 [13.0mm])

(0.777 [19.7mm])

0.110 [2.8mm]

Added Overall Snap Height DimensionC T. Y.08/15/12
Added Color Options, Sheet #3D J. C.02/02/16
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RLP3-XXX-XXX
FIGUREASSY P/N H L LPR3-XXX-XXX RLPH3-XXX

RLP3-200-500

0.197 [5.0mm]

0.551 [14.0mm] LPR3-200-500 RLPH3-200

RLP3-200-650 0.669 [17.0mm] LPR3-200-650 RLPH3-200

RLP3-200-800 0.787 [20.0mm] LPR3-200-800 RLPH3-200

RLP3-400-500

0.394 [10.0mm]

LPR3-400-500 RLPH3-400

RLP3-400-650 LPR3-400-650 RLPH3-400

RLP3-400-800 LPR3-400-800 RPH3-400

RLP3-600-500

0.591 [15.0mm]

LPR3-600-500 RLPH3-600

RLP3-600-650 LPR3-600-650 RLPH3-600

RLP3-600-800 LPR3-600-800 RLPH3-600

0.551 [14.0mm]

0.669 [17.0mm]

0.787 [20.0mm]

0.551 [14.0mm]

0.669 [17.0mm]

0.787 [20.0mm]

K

0.287 [7.3mm]

0.484 [12.3mm]

0.681 [17.3mm]



 1.  PARTS ARE DYED TO COLOR UPON REQUEST.
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PART NO:

TITLE:

ANGULAR
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®
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SEE SHEET #1
REV. DESCRIPTION DATE APPROVED

01/25/16J. Chiang

OTHER AVAILABLE COLORS
* SEE TABLE FOR ORDERING INFORMATION

RIGID LIGHT PIPE
SERIES

COLOR Order Code

BLUE BE
BLACK BK
GREEN GN
GRAY GY
RED RD

YELLOW YW

HEIGHT

NOTE: LEAVE ORDER CODE BLANK
IF NO COLOR IS DESIRED.

LENGTH

 2.  ONLY LIGHT PIPES OF ASSEMBLIES WILL BE DYED.
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